General features for MPLFP Series (LiFePO4 battery) ,/Z'
4

% Safe technology. % lower self-discharge.

Communication of monitored data via inside BMS. Longer cycle life. maxton

% Lighter weight. % Atnormal condition,thousands of cycles @ 100% DOD. Maxton Power Tech CO.,Lt

About 1/2 of the weight to equivalent lead acid battery. Excellent cycle performance and lower total cost of ownership. www.maxtonpower.com &

% Environmental friendly. % Higher power. info@maxtonpower.com L
Nether contain any toxic heavy metals (for exmples lead , More available capacity than the similar lead acid battery. “m
Cadmium),nor corrosive acids. % Wide operating temperature range (-20°C~60C).

% Maintenance-free operation. % LiFeP04 battery is customizable.

Specifications & Characteristics Battery picture & outer dimension/terminal
(£2mm)
Nominal Voltage 12.8V Unit:mm
Rated Capacity 24Ah | 166 ‘ 125
Rated Energy 307Wh = = =
Total Height 175mm (6.87inches)
Dimensions Height 175mm (6.87inches) ﬁ
(+2mm) Length 165mm (6.47inches) e —— ©
recharpeabie Sutrary
Width 126mm (4.94inches)
Weight Approx 3.1 Kg (6.83lbs)
Terminal type M6 E \
Outer case’s materal ABS 0 10 20 30 40 50 60 70 80 90 100
Customizable (series parallel) Yes Capacity(%)
Working situation Only single
Cycle life »1600 cycles @0.5C DOD
Normal |Monthly self-discharge <5% Charging Characteristics(0.5C, 25C)
character :
<
(at 257C) Internal resistance <10mQ
Operation voltage 10.8V~13.8V
] Charge 0°C~55T (32°F~1 31QF) A = \/Oltage wm== Charging Current A
Operating - - - - 150 |----- P T T ———-- - -
;an:peerature Discharge -20C~60C (-4F~140T) 145 |-~ - - : : 05C _
9 Storage -20C~45C (-4F~1137T) 140 b---- H. R N Lot <
Charge voltage 9.2V~15.0V < S BB |f====q=== T - - - - - e 5
Charge cut-off voltage 15.0V =2 % 122 """ T/ o . 8
© Uro I il A === re==-
Standard Rated charge current 5 5 ' ' ' ' ]
Charge 9 oA = S 120 f---- F T CTTTT £
Peak Charge current 12A 15 b----4---- T . L 2
0.2C charge to 14.6V,then 11.0 __________ o o R 5
Charge method constant voltage 14.6V till : | | - i N
(CC/VC) charge current declines to 105 F----4-— - - = oo [ [E T 10.02¢c
0.02C. ] I > 100 ! ! ! ) ) 0
Standard Rated discharge current 12A 0 20min 60min 0 20 40 60 80 100 120
andar . ) ; ;
Discharge |Peakdischarge current 48A Discharge Time Charging Capacity (%)
Discharge cut-off voltage 9.2V
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