
Specifications Outer dimension and terminalBattery picture and construction

     MP12-300 (12V300Ah)

Maxton Power Tech Co.,Ltd
w.maxtonpower.comww

nfo@maxtonpower.comi

Characteristics o oConstant current discharge (25 C , 77 F) o oConstant power discharge (25 C , 77 F)

Battery Construction
Positive plate Negative plate Container 

Safety valve 

Cover 

Terminal Separator Electrolyte

 Component  

 Component  
Lead dioxide         Lead            ABS ABS Raw material 

Rubber Copper  Dilute sulfuric acid FiberglassRaw material 
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(Above characteristics data are average values obtained within three charge/discharge cycles,not the minimum values.)

12V

300 Ah

241 mm (9.45inches)

225 mm (8.82inches)

220 mm (8.66 inches)

520 mm (20.55 inches)

268 mm (10.55 inches)

70.5 Kg (155.4lbs)

Nominal Voltage

Rated capacity (20 hour rate)

Total Height

Height

Length

Width

Dimensions
(±2mm)

Weight  Approx ( 3%) ±

T12

T19

Capacity
affected

by Temperature
(10hour rate)

Cycle use

Standby use

Capacity 

25℃(77℉)

Internal Resistance

Charge methods
(constant Voltage)

 20 hour rate(15 A,10.5V)
   5 hour rate(43.6A,10.5V)

      1 hour rate(163.7 A,9.6V)

    300Ah

   218Ah
      163.7Ah

Approx 3.5mΩ

40℃ (104℉)
25℃   (77℉)
  0℃   (32℉)

-15℃     (5℉)

102%
100%

85%
65%

Capacity after 3 month storage
Capacity after 6 month storage
Capacity after 12 month storage

91%

82%
64%

Remaining capaicty
Self-Discharge 

At 25℃(77℉)

Max. Discharge current 25℃/(77℉)      1800A  (5Seconds)  

Operating                         Discharge   -15℃～50℃    (5℉～122℉)
Temperature                    Charge        -10℃～50℃  (14℉～122℉)
Range                 Storage      -20℃～50℃   (-4℉～122℉)

Initial Charging Current less than 75A
Voltage 14.5-14.9V

At 25℃(77℉)

 Temperature compensation:-30mV/℃ 
Voltage 13.5-13.8V
 Temperature compensation:-18mV/℃ 

 Full charged battery at 25℃(77℉)  

Nominal operating temperature 25℃±5℃(77℉±9℉) 

 Terminal type T19  (Option T12)

Outer dimensions(±2mm)
Unit:mmTerminal:T19

φ16

6

M8×16

φ9

21

3

25

Terminal:T12

Unit:A Unit:watts 

Stable quality & high reliability.
Unique contstruction and sealing technique guarantees.
Design life 10years in float service;the battery comply to the 
most popular international standards,like IEC60896-21/22,etc
Maintenance-free operation. 
UL-recognized component.

Heavy duty grids:
The heavy-duty lead calcium-alloy grids ,provide an extra margin
of performance and service life in float & cyclic.
Case and cover are available in both standard and flame retardant 
ABS.
Low self discharge;low pressure venting system. 

*** **

*
*
*

General features for MP Series (AGM) batteryb

* *
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Constant Current(Amp) and Constant Power(Watt) Discharge Table at 25℃(77 ) 
o
 F

  5min        1h 2h 3h 4h 5h 8h 10h 20h 10min       15min       30min       
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2
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A 884 582 469 314.6 165.6 96.6 70.9 55.2 45.5

W 9123 6220 5034 3383 1788 1061 789 621 518

A 856 526 442 300.8 155.7 92.2 69.0 53.8 44.7

W 9144 5868 4948 3377 1761 1063 799 626 521

A 828 470 387 281.5 150.7 90.0 67.3 53.0 44.2

W 9045 5347 4413 3240 1745 1044 785 620 518

A 798 443 359 259.4 145.7 87.8 65.7 52.2 43.1

W 8956 5108 4140 3006 1696 1028 774 616 509

A 771 415 332 231.8 140.8 85.6 63.5 50.8 42.0

W 8748 4807 3862 2713 1655 1011 754 605 501

10.80V

11.10V

9.60V

10.20V

10.50V

i

874 576 464 311.0 163.7 95.5 70.1 54.6 45.0 31.92 28.64 15.47

9017 6147 4975 3344 1768 1048 780 614 512 366 331 179.9

846 519 437 297.4 153.9 91.1 68.2 53.2 44.2 31.10 28.10 15.00

9038 5800 4890 3338 1740 1050 790 619 515 364 330 176.0

819 465 382 278.3 148.9 88.9 66.6 52.4 43.6 30.83 27.55 15.00

8940 5285 4362 3202 1725 1031 776 613 512 363 326 177.3

789 438 355 256.4 144.0 86.8 64.9 51.6 42.6 30.01 27.3 14.73

8852 5049 4092 2971 1677 1016 765 609 503 356 324 175.4

762 410 328 229.2 139.1 84.6 62.7 50.2 41.5 29.19 25.92 13.91

8646 4751 3817 2681 1636 1000 745 598 495 350 312.9 168.6

874 576 464 311.0 163.7 95.5 70.1 54.6 45.0 31.92 28.64 15.47

9017 6147 4975 3344 1768 1048 780 614 512 366 331 179.9

846 519 437 297.4 153.9 91.1 68.2 53.2 44.2 31.10 28.10 15.00

9038 5800 4890 3338 1740 1050 790 619 515 364 330 176.0

819 465 382 278.3 148.9 88.9 66.6 52.4 43.6 30.83 27.55 15.00

8940 5285 4362 3202 1725 1031 776 613 512 363 326 177.3

789 438 355 256.4 144.0 86.8 64.9 51.6 42.6 30.01 27.3 14.73

8852 5049 4092 2971 1677 1016 765 609 503 356 324 175.4

762 410 328 229.2 139.1 84.6 62.7 50.2 41.5 29.19 25.92 13.91

8646 4751 3817 2681 1636 1000 745 598 495 350 312.9 168.6
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    MP12-300  (12V300Ah)

VRLA Battery  (AGM technology)
Maintenance-free Sealed Lead Acid Rechageable Battery 

Discharge characteristics o(25℃,77 F)

Effect of Temperature on capacity

Relationships for open voltage and remained capacity (for reference)
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Charge characteristics o(25℃,77 F) Life characteristics of Cyclic Use o(25℃,77 F)

Self-discharge characteristics

Relationship for charging voltage and temperature
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Cycle use

Temperature effects on floating life
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 Discharge time
Charge time (hour)/(25℃/77℉)  

C
h

a
rg

e
d

V
o

lu
m

e

C
h

a
rg

in
g

C
u

rr
e

n
t

C
h

a
rg

in
g

Vo
lta

ge

(%
)

(A
)

(V
)

120

100

80

60

40

20

0

0.14C

0.12C

0.10C

0.08C

0.06C

0.04C

0.02C

14.4

13.8

13.2

12.6

12.0

0 4 8 12 16 20 24 28 32 36

Charged Volume

Charging Voltage

Charging Voltage

After 100% Discharge
After 50% Discharge

Charging Current

0.20C

0.25C

40℃(104 )℉

Storage time (months)

100

110

  90

  80

  70

  60

  50

  40
  0        2       4        6       8      10      12      14     16     18    20

R
e

s
id

u
a

l C
a

p
a

c
it

y 
(%

)

30℃(86 )℉ 20℃(68 )℉

0℃(32 )℉

10℃(50 )℉

Life Characteristics of float service o(25℃,77 F)
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